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- It is very ergonomic with its working model that you can open and close horizontally or vertically.

- It is produced by using 1st Quality Aluminum and Never Has Deformation Problems
Flies and other pests cannot pass through mosquito net or tulle.

- Thanks to the Working Model, you can easily use it on your windows and doors.

- Tulles are not torn, disassembled and pierced in normal use.

- Pleated mosquito nets have a very stylish design. Doesn't block your view like other mosquito nets

TGP Pleated Plisse Fly Screen System (Interior Mounted)

Anıl koç
Mühür



www.tgpsystems.com

INTERIOR-MOUNTED CASE PROFILE

The feature of our Interior-Mounted series; no screwing is required during assembly. It is a practical method used in situations 
where the place to be mounted is limited.
It is attached between the window frame and the wing with metal or plastic clips. It can be easily removable. This application 
cannot be done if the window case is dropper. The difference from our 18 mm series is the use of special corner caps and 
original clips for the case design with claw. It is a system that is highly preferred in European countries.

Wing Profile: It is the profile that allows the plisse polyester mesh to move owing to the wheel accessories attached to the 
head parts compatible with the frame profile. With its special design, it ensures that the plisse polyester mesh is long-lasting by 
trapping the mesh inside.
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PRODUCT NAME Special design polyester mesh

WOVEN STRUCTURE Pleated

COLOR Gray - Black

YARN DIAMETER (MM) Warp : 0,3+/-0,02mm weft:0,3+/- 0,02mm

ENDS DENSITY (ENDS/INCH) Warp : 18 weft : 16

AREA WEIGHT (G/M2) 70 g/m2 :+/-5 g/m2

COMPOSITION Polyester

BREAKING STRENGTH (N/25MM) Warp: >180 Weft : >160

STANDARD WITH (M) From 2m / 2,2m/ 2,4m /2,7m/ 3m

STANDARD PIECE LENGTH (M) From 26m:+/- 1m

ENDURANCE HEAT

PIECES LENGTH (PC)

-10 degree /+50 degree

Available upon request

PRODUCT TECHNICAL DESCRIPITION

FLY SCREEN SYSTEMS

TULLE: 14 AND 15 MM



www.tgpsystems.com

STRIP 15 MM

ROPE

Plise Fly Screen Pvc Taped Strip is attached to the tulle of the fly screen and provides the aluminum connecti-
on with the tulle. The biggest feature of this product is that it is produced from heat resistant PVC material. The 
double-sided tape on it does not lose its exterior, hot and cold properties. After the PVC Strips are produced, their 
strength is checked by our company in hot weather conditions and the tapes specially produced for this product 
are adhered. PVC Strips have a warranty period of 10 years.

Fly screen ropes, one of the most important components of mosquito net systems, are subjected to many 
finishing processes in order for the mechanism to work smoothly.
In order to prevent the form of the tulle system from deteriorating during use, it is heat treated and elongated.
is reduced and frictional resistance is increased.
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INTERIOR-MOUNTED SERIES

CASE AND WING JOINT COMPONENTS

INTERIOR-MOUNTED ACCESSORY SET

It is a plastic injection part that can be used in the window 
frame and window frame which is easy removable.

Clips
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Bearıng Wheel

It is used in the head parts of the wing profile, which is used 
horizontally and vertically in the system. It is a plastic 
injection product for easy opening and closing thanks to the 
deep raw material it contains and the iron pin system

Pın Joınt

The pleated fly screen passing through the center point of the 
corner wedge used in the union of the vertical and horizontal 
profiles, the locking pin used in the passage of the rope and used 
around it, which enables it to be compressed thanks to the 
vertical protrusions, is a plastic injection product  made using the 
special printing technique and original raw material

Corner Wedge
It is produced with the original moblen raw material used 
in the union of the Horizontal and Vertical Frame profile 
sections

SNAPS

It is a metal specially coated capsule that you can use in fly screen systems and curtain products used in the passage of 
pleated fly screen systems. You can apply this product in pump presses and automatic machines by using piercing and 
hammering dies. The product is made of sheet material and has an aluminum coating. 
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WEATHER STRIP

STRAIGHT MAGNET AND TRIANGLE MAGNET

Flat and triangular magnets; in measurements above a certain standard, some changes are made in order for 
the system to work healthily. One of the important details is the double system we use in large sizes, it provides an easier use 
and double-sided wing is used. It allows it to work. Flat and triangular magnets are preferred, the triangular magnet feature 
does not prevent the system from working during production and allows minor errors to be eliminated. 

It is used to close the special space used for the magnetic part of the sash profiles used in standard door and window fly 
screens. Although it is not a very important feature, it provides a beautiful appearance in terms of aesthetics and is 
partially in the mosquito net. It prevent dusting and contamination that may occur.




